
User Friendly & Better Experience. 

Packing Mode Options:
Choose L2 for simplex
or LD for duplex
packing, with the
interface adapting
automatically.

Multi-Mode Compatibility:
Supports hopper, no-
hopper, big bag, valve
scale, and PLC
configurations.

Self-Adaptive Control:
Programmable I/O for
flexible operation.

Built-in memory card and 7-inch touch screen for clear display
and easy operation, with single or double scale mode switching.

Communication

USB
Connect USB for
importing/exporting recipes,
I/O settings, system updates,
and custom boot screens.

Modbus TCP
Connect via Modbus TCP to PC,
PLC, printers, and other devices
for remote monitoring.

RS485+RS232
Connect to PC, PLC, printers,
and remote devices for easy
setup and data access.

12 Input/16 Output
Control start, stop, feeding,
unloading, and bag
clamping/loosening functions.

Version Features

 

Packing Controller
L2: Simplex Packing | LD: Duplex Packing

 

GM9907-L2/LD is a simplex or duplex packing controller
designed for granule and powder packing scales, big bag
systems, and valve-type scales such as cement. It delivers
reliable, accurate, and efficient control for a wide range of
industrial packing applications.
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Weighing Controller
GM9907-L2/LD
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Specifications

General Specifications

Power Supply DC24 V

Operating Temperature -10°C-40°C

Maximum Humidity 90% RH Without Dew

Test Standard Call lll 6000 e 1µ V/e

Power Consumption About 15W

Measurement 
Parameters

A/D Converter Type 24 bit Delta-Sigma 

A/D Conversion Rate 120/240/480/960 times/per second

Non-Linearity 0.01%F.S

Gain Drift 10PPM/°C

Minimum Sensitivity 0.02µ V/d

Analog Input Range 0.02-15mV

Display Accuracy 1/100,000

Power Source for Load Cell DC5V 125mA (Max)

Input Resistance 10MΩ

Zero Point Adjustment Range 0.002-15mV (Load Cell 3mV/V)

I/O Interfaces &
Communication

12 Input | 16 Output | I/O Selection

12 Input, Active Low
Start, Emergency Stop, Stop, Zeroing, Clear Alarm, Clear Total ACUM, Bag Lock/Unlock,

Manual Discharge, Manual Fine Flow, Manual Coarse Flow, Change Recipe, Empty
Material. 

16 Output, Single Drive Current 500mA 
Run, Stopped, Coarse Flow, Medium Flow, Fine Flow, Bag Lock, Result Waiting, Ready,

Discharge, -NZ-, Pat Bag, Fill EMPTY, Alarm, Batch Complete, Over/Under. 

SPECIFICATION
SHEET 

GM9907
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STRUCTURE &
DIMENSIONS

GM9907
Packing Controller

GM9907 LD

GM9907 L2
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